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Date: Inspector: Manager of Inspec�on：

Note:

DAYE SPECIAL STEEL CO., LTD.
NO. 316 HUANGSHI AVENUE, HUANGSHI, HUBEI, CHINA PC:435000

QUALITY CERTIFICATE CERTIFICATE NO.:T422196150 ACC TO EN10204 3.1

CONTRACT NO:YGTUSA22667APP        INVOICE NO:YGTUSA22667APP-2C
TO:AMERICAN PIPING PRODUCTS INC. 11403 NORTH HOUSTON ROSSLYN RD. HOUSTON,TX,77088
DESCRIPTION OF GOODS: HOT ROLLED MECHANICAL SEAMLESS TUBE S355J2H
PO:36238004-11          THE STEEL WAS MELTED AND POURED IN CHINA

Ⅰ、 Chemical Composition:(%)：

Ladle:      C:0.17      Si:0.37      Mn:1.43      P:0.011     S:0.006     Cr:0.08      Ni:0.05      Mo:0.02      Cu:0.02      Al:0.025     V:0.070     Nb:0.003     Ti:0.0035    N:0.0055    CEV:0.45

Ⅱ、Mechanical Properties Examination:

1、tensile test temp:                           R.M Temp                                                2、tensile test direction:                      longitudinal
3、tensile test standard:                       ISO 6892-1                                              4、yield strength Rp0.2(ksi):                   55.983   56.418
5、tensile strength  Rm(ksi):                   81.653   82.088                                         6、elongation after fracture A(%):              31.0     31.0
7、impact test temp:                            -4℉                                                    8、impact test direction:                       longitudinal
9、impact notch depth:                          2mm                                                     10、impact test standard:                       ISO 148-1
11、impact test specimen size:                  10X10(mm)                                               12、charpyimpact absorbed energy KV2(ft-lbs) :  85       114       143

Ⅲ、NDT:

1、UT :good      2、standard:ISO 10893-10    3、level:U2-C

Ⅳ、Dimensions,Appearance and Surface Quality:

1、dimension,appearance and surface quality:  good

2022-10-21 Ming Chao Liuguanghui

(1) We hereby certify that the material herein described has been manufactured, sampled, tested and inspected in accordance with the requirements of specifications and purchase order, and meet the requirements

(2) When there is any complaint, you are kindly requested to mark the Steel Grade, Heat No., Size, Delivery Date, Causes and reserve the material in the condition of delivery

(3) Our company's quality management system has been certified by TÜV SÜD for fulfilling all requirements of ISO9001:2015&IATF16949:2016&AS9100D.
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Date: Inspector: Manager of Inspec�on：

Note:

DAYE SPECIAL STEEL CO., LTD.
NO. 316 HUANGSHI AVENUE, HUANGSHI, HUBEI, CHINA PC:435000

QUALITY CERTIFICATE CERTIFICATE NO.:T322056200 ACC TO EN10204 3.1

CONTRACT NO:YGTUSA22667APP        INVOICE NO:YGTUSA22667APP-1C
TO: AMERICAN PIPING PRODUCTS INC. 11403 NORTH HOUSTON ROSSLYN RD. HOUSTON,TX,77088
DESCRIPTION OF GOODS: HOT ROLLED MECHANICAL SEAMLESS TUBE S355J2H
PO:36238004-6       THE STEEL WAS MELTED AND POURED IN CHINA

Ⅰ、 Chemical Composition:(%)：

Ladle:      C:0.16      Si:0.29      Mn:1.35      P:0.011     S:0.005     Cr:0.16      Ni:0.03      Mo:0.02      Cu:0.05      Al:0.028     V:0.054     Nb:0.001     Ti:0.0019    N:0.0082    CEV:0.44

Ⅱ、Mechanical Properties Examination:

1、tensile test temp:                           R.M Temp                                                2、tensile test direction:                      longitudinal
3、tensile test standard:                       ISO 6892-1                                              4、yield strength Rp0.2(ksi):                   62.364   63.379
5、tensile strength  Rm(ksi):                   84.119   85.714                                         6、elongation after fracture A(%):              34.5     35.0
6、impact test temp:                            -4℉                                                    7、impact test direction:                       longitudinal
8、impact notch depth:                          2mm                                                     9、impact test standard:                        ISO 148-1
10、impact test specimen size:                   (mm)                                                   11、charpyimpact absorbed energy KV2(ft-lbs) :  171      184       210

Ⅲ、NDT:

1、UT :good      2、standard:ISO 10893-10    3、level:U2-C

Ⅳ、Dimensions,Appearance and Surface Quality:

1、dimension,appearance and surface quality:  good

2022-08-24 Ming Chao Liuguanghui

(1) We hereby certify that the material herein described has been manufactured, sampled, tested and inspected in accordance with the requirements of specifications and purchase order, and meet the requirements

(2) When there is any complaint, you are kindly requested to mark the Steel Grade, Heat No., Size, Delivery Date, Causes and reserve the material in the condition of delivery

(3) Our company's quality management system has been certified by TÜV SÜD for fulfilling all requirements of ISO9001:2015&IATF16949:2016&AS9100D.
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Date: Inspector: Manager of Inspec�on：

Note:

DAYE SPECIAL STEEL CO., LTD.
NO. 316 HUANGSHI AVENUE, HUANGSHI, HUBEI, CHINA PC:435000

QUALITY CERTIFICATE CERTIFICATE NO.:T322054950 ACC TO EN10204 3.1

CONTRACT NO:YGTUSA22667APP        INVOICE NO:YGTUSA22667APP-1C
TO: AMERICAN PIPING PRODUCTS INC. 11403 NORTH HOUSTON ROSSLYN RD. HOUSTON,TX,77088
DESCRIPTION OF GOODS: HOT ROLLED MECHANICAL SEAMLESS TUBE S355J2H
PO:36238004-3       THE STEEL WAS MELTED AND POURED IN CHINA

Ⅰ、 Chemical Composition:(%)：

Ladle:      C:0.16      Si:0.31      Mn:1.37      P:0.012     S:0.004     Cr:0.12      Ni:0.08      Mo:0.04      Cu:0.06      Al:0.029     V:0.057     Nb:0.001     Ti:0.0025    N:0.0097    CEV:0.44

Ⅱ、Mechanical Properties Examination:

1、tensile test temp:                           R.M Temp                                                2、tensile test direction:                      longitudinal
3、tensile test standard:                       ISO 6892-1                                              4、yield strength Rp0.2(ksi):                   60.189   60.624
5、tensile strength  Rm(ksi):                   84.264   84.844                                         6、elongation after fracture A(%):              34.5     34.0
7、impact test temp:                            -4℉                                                    8、impact test direction:                       longitudinal
9、impact notch depth:                          2mm                                                     10、impact test standard:                       ISO 148-1
11、impact test specimen size:                   (mm)                                                   12、charpyimpact absorbed energy KV2(ft-lbs) :  191      180       177

Ⅲ、NDT:

1、UT :good      2、standard:ISO 10893-10    3、level:U2-C

Ⅳ、Dimensions,Appearance and Surface Quality:

1、dimension,appearance and surface quality:  good

2022-08-23 Ming Chao Liuguanghui

(1) We hereby certify that the material herein described has been manufactured, sampled, tested and inspected in accordance with the requirements of specifications and purchase order, and meet the requirements

(2) When there is any complaint, you are kindly requested to mark the Steel Grade, Heat No., Size, Delivery Date, Causes and reserve the material in the condition of delivery

(3) Our company's quality management system has been certified by TÜV SÜD for fulfilling all requirements of ISO9001:2015&IATF16949:2016&AS9100D.
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Date: Inspector: Manager of Inspec�on：

Note:

DAYE SPECIAL STEEL CO., LTD.
NO. 316 HUANGSHI AVENUE, HUANGSHI, HUBEI, CHINA PC:435000

QUALITY CERTIFICATE CERTIFICATE NO.:T322055320 ACC TO EN10204 3.1

CONTRACT NO:YGTUSA22667APP        INVOICE NO:YGTUSA22667APP-1C
TO: AMERICAN PIPING PRODUCTS INC. 11403 NORTH HOUSTON ROSSLYN RD. HOUSTON,TX,77088
DESCRIPTION OF GOODS: HOT ROLLED MECHANICAL SEAMLESS TUBE S355J2H
PO:36238004-1       THE STEEL WAS MELTED AND POURED IN CHINA

Ⅰ、 Chemical Composition:(%)：

Ladle:      C:0.15      Si:0.29      Mn:1.38      P:0.012     S:0.005     Cr:0.07      Ni:0.09      Mo:0.02      Cu:0.04      Al:0.024     V:0.054     Nb:0.001     Ti:0.0020    N:0.0070    CEV:0.42

Ⅱ、Mechanical Properties Examination:

1、tensile test temp:                           R.M Temp                                                2、tensile test direction:                      longitudinal
3、tensile test standard:                       ISO 6892-1                                              4、yield strength Rp0.2(ksi):                   60.624   61.639
5、tensile strength  Rm(ksi):                   78.608   79.768                                         6、elongation after fracture A(%):              34.0     35.0
7、impact test temp:                            -4℉                                                    8、impact test direction:                       longitudinal
9、impact notch depth:                          2mm                                                     10、impact test standard:                       ISO 148-1
11、impact test specimen size:                   (mm)                                                   12、charpyimpact absorbed energy KV2(ft-lbs) :  174      177       173

Ⅲ、NDT:

1、UT :good      2、standard:ISO 10893-10    3、level:U2-C

Ⅳ、Dimensions,Appearance and Surface Quality:

1、dimension,appearance and surface quality:  good

2022-08-22 Ming Chao Liuguanghui

(1) We hereby certify that the material herein described has been manufactured, sampled, tested and inspected in accordance with the requirements of specifications and purchase order, and meet the requirements

(2) When there is any complaint, you are kindly requested to mark the Steel Grade, Heat No., Size, Delivery Date, Causes and reserve the material in the condition of delivery

(3) Our company's quality management system has been certified by TÜV SÜD for fulfilling all requirements of ISO9001:2015&IATF16949:2016&AS9100D.
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Date: Inspector: Manager of Inspec�on：

Note:

DAYE SPECIAL STEEL CO., LTD.
NO. 316 HUANGSHI AVENUE, HUANGSHI, HUBEI, CHINA PC:435000

QUALITY CERTIFICATE CERTIFICATE NO.:T322055350 ACC TO EN10204 3.1

CONTRACT NO:YGTUSA22667APP        INVOICE NO:YGTUSA22667APP-1C
TO: AMERICAN PIPING PRODUCTS INC. 11403 NORTH HOUSTON ROSSLYN RD. HOUSTON,TX,77088
DESCRIPTION OF GOODS: HOT ROLLED MECHANICAL SEAMLESS TUBE S355J2H
PO:36238004-10       THE STEEL WAS MELTED AND POURED IN CHINA

Ⅰ、 Chemical Composition:(%)：

Ladle:      C:0.15      Si:0.29      Mn:1.38      P:0.012     S:0.005     Cr:0.07      Ni:0.09      Mo:0.02      Cu:0.04      Al:0.024     V:0.054     Nb:0.001     Ti:0.0020    N:0.0070    CEV:0.42

Ⅱ、Mechanical Properties Examination:

1、tensile test temp:                           R.M Temp                                                2、tensile test direction:                      longitudinal
3、tensile test standard:                       ISO 6892-1                                              4、yield strength Rp0.2(ksi):                   59.463   58.883
5、tensile strength  Rm(ksi):                   78.173   77.737                                         6、elongation after fracture A(%):              36.0     36.0
7、impact test temp:                            -4℉                                                    8、impact test direction:                       longitudinal
9、impact notch depth:                          2mm                                                     10、impact test standard:                       ISO 148-1
11、impact test specimen size:                   (mm)                                                   12、charpyimpact absorbed energy KV2(ft-lbs) :  174      195       178

Ⅲ、NDT:

1、UT :good      2、standard:ISO 10893-10    3、level:U2-C

Ⅳ、Dimensions,Appearance and Surface Quality:

1、dimension,appearance and surface quality:  good

2022-08-24 Ming Chao Liuguanghui

(1) We hereby certify that the material herein described has been manufactured, sampled, tested and inspected in accordance with the requirements of specifications and purchase order, and meet the requirements

(2) When there is any complaint, you are kindly requested to mark the Steel Grade, Heat No., Size, Delivery Date, Causes and reserve the material in the condition of delivery

(3) Our company's quality management system has been certified by TÜV SÜD for fulfilling all requirements of ISO9001:2015&IATF16949:2016&AS9100D.
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Date: Inspector: Manager of Inspec�on：

Note:

DAYE SPECIAL STEEL CO., LTD.
NO. 316 HUANGSHI AVENUE, HUANGSHI, HUBEI, CHINA PC:435000

QUALITY CERTIFICATE CERTIFICATE NO.:T222130650 ACC TO EN10204 3.1

CONTRACT NO:YGTUSA22667APP        INVOICE NO:YGTUSA22667APP-1C
TO: AMERICAN PIPING PRODUCTS INC. 11403 NORTH HOUSTON ROSSLYN RD. HOUSTON,TX,77088
DESCRIPTION OF GOODS: HOT ROLLED MECHANICAL SEAMLESS TUBE S355J2H
PO:36238004-4       THE STEEL WAS MELTED AND POURED IN CHINA

Ⅰ、 Chemical Composition:(%)：

Ladle:      C:0.16      Si:0.39      Mn:1.38      P:0.011     S:0.003     Cr:0.11      Ni:0.05      Mo:0.03      Cu:0.06      Al:0.038     V:0.064     Nb:0.001     Ti:0.0032    N:0.0094    CEV:0.44

Ⅱ、Mechanical Properties Examination:

1、tensile test temp:                           R.M Temp                                                2、tensile test direction:                      longitudinal
3、tensile test standard:                       ISO 6892-1                                              4、yield strength Rp0.2(ksi):                   54.097   54.532
5、tensile strength  Rm(ksi):                   83.249   83.394                                         6、elongation after fracture A(%):              31.5     32.0
7、impact test temp:                            -4℉                                                    8、impact test direction:                       longitudinal
9、impact notch depth:                          2mm                                                     10、impact test standard:                       ISO 148-1
11、impact test specimen size:                  10X10(mm)                                               12、charpyimpact absorbed energy KV2(ft-lbs) :  142      119       84

Ⅲ、NDT:

1、UT :good      2、standard:ISO 10893-10    3、level:U2-C

Ⅳ、Dimensions,Appearance and Surface Quality:

1、dimension,appearance and surface quality:  good

2022-09-25 Ming Chao Liuguanghui

(1) We hereby certify that the material herein described has been manufactured, sampled, tested and inspected in accordance with the requirements of specifications and purchase order, and meet the requirements

(2) When there is any complaint, you are kindly requested to mark the Steel Grade, Heat No., Size, Delivery Date, Causes and reserve the material in the condition of delivery

(3) Our company's quality management system has been certified by TÜV SÜD for fulfilling all requirements of ISO9001:2015&IATF16949:2016&AS9100D.
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	HT# 2014529Z,2015711Z,2015715Z,2015717Z EN 10210 S355J2H HF SMLS 18.000''OD x 1.375''WT x 29'8'' FIXED LENGTH (6)
	HT# 2018571Z,2018573Z,2019704Z,2029264Z EN 10210 S355J2H HF SMLS 16.000''OD x 1.250''WT x 22' FIXED LENGTH
	HT# 2028793E,2077239Z,2087183Z,2087184Z EN 10210 S355J2H HF SMLS 10.750''OD x 1.125''WT x 24'6'' FIXED LENGTH
	HT# 2030730F EN 10210 S460QH HF SMLS 18.000''OD x 1.375''WT x 26' FIXED LENGTH
	HT# 2040572Y EN 10210 S355J2H HF SMLS 16.000''OD x 1.250''WT x 22' FIXED LENGTH
	HT# 2083183F,2083183Z,2083255Z,2083264E EN 10210 S355J2H HF SMLS 6.625''OD x 0.563''WT x 22' FIXED LENGTH
	HT# 2085947Z EN 10210 S355J2H HF SMLS 5.563''OD x 0.500''WT x 24' FIXED LENGTH
	HT# 2086044Z EN 10210 S355J2H HF SMLS 5.500''OD x 0.500''WT x 21' FIXED LENGTH
	HT# 2086044Z EN 10210 S355J2H HF SMLS 6.000''OD x 0.500''WT x 22' FIXED LENGTH
	HT# 2086319E,2086319Z,2086321Z EN 10210 S355J2H HF SMLS 18.000''OD x 1.375''WT x 33'4'' FIXED LENGTH
	HT# 2086494Z EN 10210 S355J2H HF SMLS 5.563''OD x 0.750''WT x 20' FIXED LENGTH
	HT# 2087222Z EN 10210 S355J2H HF SMLS 14.000''OD x 1.250''WT x 20' FIXED LENGTH

